
100-YEAR FLOOD

ELEVATION = 592.50 FT

NO STRUCTURE OR 

FILL TO BE PLACED

IN THIS AREA.
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BLOW-OFF HYDRANT TO BE REPLACED

FH ASSEMBLY

GV

GV

GV

GV

GV

GV

GV

FH

ASSEMBLY

2" BLOW-OFF

S
U
P
E
R
I
O
R
 
L
A
N
E
 
5
0
'
 
R
.
O
.
W
.

CLOVE
R HIL

L DRI
VE

50' R
.O.W.

A

D

G

H

I

J

K

M

L

E

F

B

C

O

N

260

265

267

268

269

270

271

272

273

274

275

276

277

278

280

282

284

286

287

288

289

290

291

293

294

295

296

297

298

300

301

302

303

304

305

306

307

308

309

310

311

312

313

314

315

316

TEMP.

TURN - AROUND

O

T

T

A

W

A

 

D

R

I

V

E

(

4

0

'

 

R

O

W

)

O

T

T

A

W

A

 

D

R

I

V

E

(

5

0

'

 

R

O

W

)

O
T
T
A
W
A
 
D
R
I
V
E

(
5
0
'
 
R
O
W
)

C
L
O
V
E
R
 
H
I
L
L
 
D
R
I
V
E

(
5
0
'
 
R
O
W
)

S
U
P
E
R
I
O
R
 
L
A
N
E

(
5
0
'
 
R
O
W
)

M
A
N
I
T
O
B
A
 
L
A
N
E

(
5
0
'
 
R
O
W
)

M
A
N
I
T
O
B
A
 
L
A
N
E

(
5
0
'
 
R
O
W
)























































































































































prcoordinator
Typewritten Text
Clover Hills 5




